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TECHNICAL DATA
Key count:  
18
Construction of keyboard:  
Membrane technology
Life expectancy: 
approx.  1 million strokes per key
Switch travel:  
2.0 ±0.4 mm (total run)
Pressure point:  
100 ±20 g

ELECTRICAL REQUIREMENTS 
Power supply:  
+5 VDC ±5 %
Power consumption:

250 mA max.
Temperature:
Operating:  0 °C up to +60 °C
Storage:  –20 °C up to +80 °C
Humidity:  
Operating and storage:  10 % up to 100 % rel.
Cable length:
0.7 m
Interface:  
USB
Content of delivery:  
Keyboard, user manual
Colour: 
Black
Compatibility:  
Windows 95 / 98 / NT / ME / 2000 / XP / Vista 

LOGISTIC DATA
Article name:  
KeySonic ACK-118 BK
Mark (EAR registration number):  
EAR888-62976468
Article number / EAN barcode: 
12523 (DE) 4250078142164 
Packing unit:  
100 pcs./ carton
Dimensions / Weight approx.:  
Keyboard:  92 x 9.8 x 132 mm 76 g
incl. packaging: 112 × 16 × 213 mm 100 g
Carton: 460 × 330 × 270 mm 10.5 kg
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SPECIFICS
Noiseless and soft stroke due to sealed short-travel keys. Blue status LEDs 
for Num Lock function. Plug & Play installation without any special driver.
This keyboard is available with an appealing retail packaging.

The ACK-118 BK is a numeric key-
board made with silicone which 
makes it absolutely dust- and wa-
terproof (IP64).
It has an integrated multifunction 
key for the start of the calculator un-
der Windows and an USB connector 
with spring-driven cable reels.
This keyboard is especially convenient for mobile 
use as well as for all dirty, moist and respectively 
hygienic applications whenever only a numeric 
keyboard is needed. 


