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Product Safety Information

Spiralbohrer DIN 338 Typ N D.16mm HSS profilgeschl.TiN

Manufacturer/Responsible Person: Schäfer Shop GmbH, Industriestraße 65, 57518 Betzdorf,
Deutschland
E-Mail: info@schaefer-shop.de

Please note the technical data of the products!

Article Numbers: 705610, 705609, 705608, 705607, 705606, 705605, 705603, 705602, 705601, 705599,
705598, 705597, 705596, 705595, 705594, 705592, 705591, 705590, 705589, 705588, 705587, 705585,
705584, 705583, 705582, 705581, 705580, 705578, 705577, 705576, 705575, 705573, 705572, 705571,
705570, 705569, 705568, 705566, 705565, 705564, 705563, 705561, 705560, 705559, 705558, 705557,
705556, 705554, 705553, 705552, 705551, 705550, 705548, 705547, 705546, 705545, 705544, 705543,
705541, 705540, 705539, 705538, 705537, 705536, 705534, 705533, 705532, 705531, 705530, 705528,
705527, 705526, 705525, 705524, 705522, 705521, 705520, 705519, 705518, 705517, 705515, 705514,
705513, 705512, 705511, 705510, 705508, 705507, 705506, 705504, 705503, 705502, 705501, 705500,
705498, 705497, 705496, 705495, 705494, 705493, 705491, 705490, 705489, 705488, 704372, 704371,
704370, 704369, 704368, 704367, 704365, 704364, 704363, 704361, 704360, 704359, 704357, 704356,
704354, 704353, 704352, 704351, 704350, 704349, 704348, 704346, 704345, 704344, 704343, 704342,
704341, 704340, 704338, 704337, 704336, 704335, 704334, 704333, 704332, 704330, 704329, 704328,
704327, 704326, 704325, 704324, 704322, 704321, 704320, 704319, 704318, 704316, 704315, 704314,
704313, 704311, 704310, 704309, 704308, 704307, 704306, 704304, 704303, 704302, 704301, 704300,
704299, 704297, 704296, 704295, 704294, 704293, 704292, 704290, 704289, 704288, 704287, 704286,
704285, 704283, 704282, 704281, 704280, 704278, 704277, 704276, 704275, 704274, 704273, 704271,
704270, 704269, 704268, 704267, 704266, 704264, 704263, 704262, 704260, 704259, 704258, 704256,
704255, 704254, 704252, 704251, 704250, 704248, 704247, 704246, 704244

Safety Instructions:
- Always wear suitable personal protective equipment, such as safety goggles and gloves, to avoid injury.
- Check the drill before use to ensure that it is in good condition and free from damage.
- Keep the work area clean and free of obstacles to avoid accidents.
- Ensure that the drill bit is securely and firmly seated in the drill chuck to prevent it from slipping during
use.
- Only use the drill bit for the intended materials (e.g. steel, cast iron) to avoid damage or injury.
- Keep the product out of the reach of children to avoid injury.
- Do not use in the vicinity of flammable materials to avoid the risk of fire.
- Ensure that the workpiece is securely and stably fixed before drilling to prevent movement.
- Disconnect the machine from the power supply before carrying out maintenance or repairs.
- Be careful when handling sharp edges, risk of cuts!
- Wear safety goggles to avoid injury from chips or splinters.
- Not suitable for children and should only be used by adults or under supervision.


