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Product Safety Information

Spiralbohrer DIN 338 Typ UNI D.13mm HSS-Co5 TiN Zyl.schaft kurz
PROMAT

Manufacturer/Responsible Person: Schäfer Shop GmbH, Industriestraße 65, 57518 Betzdorf,
Deutschland
E-Mail: info@schaefer-shop.de

Please note the technical data of the products!

Article Numbers: 705943, 705942, 705941, 705940, 705939, 705937, 705936, 705935, 705934, 705933,
705932, 705930, 705929, 705928, 705927, 705926, 705925, 705924, 705922, 705921, 705920, 705919,
705918, 705917, 705915, 705914, 705913, 705911, 705910, 705909, 705908, 705907, 705906, 705904,
705903, 705902, 705901, 705900, 705899, 705897, 705896, 705895, 705894, 705893, 705891, 705890,
705889, 705888, 705887, 705885, 705884, 705883, 705882, 705881, 705880, 705878, 705877, 705876,
705875, 705874, 705873, 705871, 705870, 705869, 705868, 705867

Safety Instructions:
- Use only for the intended purpose and observe possible risks of injury in the event of improper handling.
- Before use, ensure that the tool (e.g. drill, machine) is correctly and securely fastened.
- Check the product for visible damage before each use and do not use if damaged.
- Wear protective equipment, especially safety goggles and gloves, to avoid injury from chips, dust and
sharp edges.
- Product is not suitable for children; keep out of reach of children.
- Observe the specific age rating (e.g. not suitable for children under 12, 14 years) as there is a risk of
injury.
- Use only by trained personnel or under supervision to ensure safety.
- When using the product, ensure that suitable personal protective equipment (PPE) is worn for the
material in question.
- Use out of reach of flammable materials to minimise fire hazards.
- Keep the work area clean and tidy to avoid tripping hazards and accidents.
- Sharp edges and points can cause injuries; careful handling is required.
- Only use the drill bit for the specified materials to avoid material overload and breakage.
- Carefully read and understand the manufacturer's safety information and operating instructions before
use.
- Wear suitable protective clothing during use to minimise the risk of injury.
- Do not use the tool in damp conditions to avoid the risk of water or short-circuit damage.
- Do not use with excessive force or in unsuitable materials to prevent damage or accidents.


