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Product Safety Information

Spiralbohrer DIN 345 Typ N D.60mm HSS profilgeschl.MK5 PROMAT

Manufacturer/Responsible Person: Schäfer Shop GmbH, Industriestraße 65, 57518 Betzdorf,
Deutschland
E-Mail: info@schaefer-shop.de

Please note the technical data of the products!

Article Numbers: 705333, 705332, 705330, 705327, 705325, 705323, 705322, 705321, 705320, 705318,
705317, 705316, 705315, 705313, 705312, 705311, 705310, 705308, 705307, 705306, 705305, 705303,
705302, 705301, 705300, 705298, 705297, 705296, 705295, 705293, 705292, 705291, 705290, 705289,
705288, 705287, 705285, 705284, 705283, 705282, 705281, 705280, 705279, 705278, 705276, 705275,
705274, 705273, 705272, 705271, 705270, 705268, 705267, 705266, 705265, 705264, 705263, 705262,
705260, 705259, 705258, 705257, 705256, 705255, 705254, 705252, 705251, 705250, 705249, 705248,
705247, 705246, 705244, 705243, 705242, 705241, 705240, 705239, 705238, 705236, 705235, 705234,
705233, 705232, 705231, 705230, 705228, 705227, 705226, 705225, 705224, 705223, 705222, 705220,
705219, 705218, 705217, 705216, 705215, 705214, 705202, 705201, 705200, 705199, 705198, 705196,
705195, 705194, 705193, 705192, 705191, 705190

Safety Instructions:
- Risk of injury from sharp edges and points; take care when handling cutting tools.
- Not suitable for children under 14 years of age; keep out of reach of children.
- Always wear safety goggles to avoid eye injuries from dust, chips and splinters.
- Keep away from power sources to avoid electrical hazards.
- Use suitable personal protective equipment, in particular safety goggles and gloves.
- Use only by trained persons; use the product only in accordance with the specifications.
- Read the operating instructions before use and use only for the intended purpose.
- Check the condition of the appliance for damage before use.
- For adult or supervised use only; do not use near children.
- Do not use in the vicinity of flammable or explosive materials.
- Avoid contact with water or moisture.
- The tool must be checked regularly for damage or wear.
- Ensure that the drill bit is correctly clamped in the machine.
- Keep the work area clean and free of obstacles.
- Avoid hazardous materials or environments; observe safety instructions.
- Do not use the product with improper or missing protective equipment.
- Observe safety precautions when drilling steel and cast iron.
- Use hearing protection during prolonged operation.
- Do not overload or overheat to avoid damage.
- Use only with compatible machines.
- Use gloves to avoid injury from sharp edges.
- Only use the drill bit in suitable machines for drilling steel and cast iron.
- Avoid excessive pressure and release regularly to prevent heat build-up.
- Before use, ensure that all parts are mounted vertically and stably.
- In the event of malfunctions or unstable behaviour, stop using the tool.


