Product Safety Information

Spiralbohrer DIN 338 TypN D.12mm VHM TiAIN HA kurz PROMAT

Manufacturer/Responsible Person: Schafer Shop GmbH, Industriestral3e 65, 57518 Betzdorf,
Deutschland
E-Mail: info@schaefer-shop.de

Please note the technical data of the products!

Article Numbers: 704826, 704825, 704823, 704822, 704819, 704818, 704816, 704815, 704813, 704812,
704809, 704806, 704804, 704801, 704799, 704797, 704794, 704792, 704790, 704787, 704785, 704782,
704780, 704777, 704775, 704772, 704769, 704767, 704765, 704763, 704761, 704758, 704756, 704754,
704753, 704752, 704750, 704746, 704744, 704742, 704738, 704736, 704734, 704732, 704730, 704728,
704726, 704724, 704722, 704720, 704718, 704716, 704714, 704712, 704710, 704708, 704706, 704704,
704702, 704700, 704699, 704698, 704697, 704696, 704695, 704694, 704693, 704692, 704691, 704690,
704689, 704688, 704687, 704686, 704685, 704421, 704420, 704418, 704417, 704416, 704415, 704414,
704412, 704411, 704410, 704409, 704408, 704407, 704405, 704404, 704403, 704401, 704400, 704399,
704398, 704397, 704395, 704394, 704393, 704392, 704391, 704389, 704388, 704387, 704386, 704385,
704384, 704382, 704381, 704380, 704379, 704377, 704376, 704375, 704374, 705086, 705084, 705083,
705082, 705080, 705079, 705078, 705076, 705075, 705074, 705073, 705072, 705071, 705070, 705068,
705067, 705066, 705064, 705063, 705062, 705060, 705059, 705058, 705057, 705056, 705055, 705053,
705052, 705051, 705050, 705049, 705048, 705046, 705045, 705044, 705043, 705042, 705041, 705039,
705038, 705037, 705036, 705035, 705034, 705032, 705031, 705030, 705029, 705028, 705027, 705025,
705024, 705023, 705022, 705021, 705020

Safety Instructions:

- Wear protective equipment: Safety goggles and gloves to prevent injuries.

- Observe the maximum speed and feed rate to avoid tool overheating.

- Store product safely and keep away from children - not suitable for children.

- Only use for the intended purpose with suitable machines.

- Sharp edges: Handle with care to avoid cuts.

- Keep the work area clean and illuminated to prevent accidents.

- Check for damage before use and assemble the machine correctly.

- Take safety precautions when drilling, e.g. secure the workpiece.

- Keep danger zones clear and avoid loose clothing.

- Do not use in the vicinity of flammable materials to avoid the risk of fire.

- Read and follow the operating instructions and safety instructions before use.

- Choking hazard: Keep product parts out of the reach of children.

- If there are any problems with the tool, stop operation immediately and check it.

- Use suitable personal protective equipment (PPE), especially when working with hard materials.
- Avoid contact with skin during operation to prevent injury from sharp edges.

- Only use drill bits in compatible materials to prevent tool breakage.

- Take the correct protective measures, especially in the case of potentially harmful dusts.
- Avoid use in damp environments and with insufficient lighting.

- When storing the tool, ensure that it is protected against corrosion.

- Regularly check the tool for wear or damage.
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