Product Safety Information

Handgewindebohrer DIN 352 Nr.3 M20x2,5mm HSS ISO2 (6H) PROMAT

Manufacturer/Responsible Person: Schafer Shop GmbH, Industriestral3e 65, 57518 Betzdorf,
Deutschland
E-Mail: info@schaefer-shop.de

Please note the technical data of the products!

Article Numbers: 707255, 707254, 707253, 707251, 707250, 707249, 707247, 707246, 707245, 707244,
707243, 707241, 707240, 707239, 707237, 707236, 707235, 707234, 707233, 707232, 707230, 707229,
707228, 707227, 707226, 707225, 707223, 707222, 707221, 707220, 707216, 707215, 707214, 707213,
707212, 707210, 707209, 707208, 707207, 707206, 707204, 707203, 707202, 707201, 707200, 707198,
707197, 707196, 707195, 707194, 707180

Safety Instructions:

- Before using the hand tap, wear suitable personal protective equipment (safety goggles, gloves) to avoid
injury.

- The product must not be stored or used near children in order to avoid the risk of suffocation and
accidents.

- Before use, ensure that the tool is correctly assembled and not damaged to prevent breakage and injury.
- Use only by qualified personnel or under adult supervision to avoid improper handling and injury.

- Pay attention to sharp edges and points, take protective measures to avoid cuts.

- Avoid forcing or overloading the tool to prevent breakage and material damage.

- Read and observe the operating instructions and safety instructions before use.

- Suitable for materials with a strength of up to 2000 N/mm?, do not use for harder materials to avoid
damaging the tool.

- Keep the work area clean and ensure that the workpiece is securely fixed to prevent accidents.

- Only use the product for its intended purpose in accordance with the instructions in order to avoid
operating errors and possible injuries.

- Do not use near flammable materials to avoid fire hazards.

- Use suitable eye protection to avoid eye injuries caused by chips or metal fragments.

- Store out of the reach of children and unauthorised personnel to avoid danger.

- The tool should only be used by trained personnel to ensure safety and proper use.

- Ensure that the tool is correctly fixed in a holder to ensure safe handling.
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