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Product Safety Information

Wendeschneidplatte CNMG 120408L-HP UNI35 li.PROMAT

Manufacturer/Responsible Person: Schäfer Shop GmbH, Industriestraße 65, 57518 Betzdorf,
Deutschland
E-Mail: info@schaefer-shop.de

Please note the technical data of the products!

Article Numbers: 703976, 703974, 703973, 703972

Safety Instructions:
- Use suitable protective equipment (PPE) such as safety goggles and gloves when handling the indexable
insert to avoid cutting injuries.
- The indexable insert is sharp; risk of injury from cuts, therefore observe safety precautions.
- Ensure correct installation and alignment of the indexable insert before use.
- Avoid overloading the tool by observing the maximum operating parameters to prevent accidents and
damage.
- Observe the product instructions and ensure that all relevant safety information is available.
- Ensure that the product has been designed and manufactured in accordance with the technical
documentation and safety requirements.
- Before placing the product on the market, carry out internal risk analyses and take appropriate safety
precautions to minimise potential risks.
- Attach clear markings or instructions for the safe use of the product.
- Storage and transport conditions must ensure the safety of the product until the time of use.
- Observe the safety instructions, as there is a risk of injury if used incorrectly.
- Maintain a safe environment when using the indexable insert.
- When making changes to the product, check whether new safety risks have arisen.
- Only use the product in the intended area of application in order to minimise safety risks.
- Before use, ensure that the machine is in perfect condition.
- Correct storage of the indexable insert to avoid damage.


